
LU-2212N-7
*Operation panel is optionally available.

High-speed, 1-needle, Unison-feed, Lockstitch Machine 
with Vertical-axis Large Hook and Automatic Thread Trimmer
(2-pitch dial type)



DL switch

16mm

Knee switch

Bobbin for vertical-axis 
1.6 fold-capacity hook

Bobbin 
for standard hook

Operating switch

2P switch

2P stitch dial

Standard stitch dial

ON

OFF

Stitch sample 
standard stitch: 8mm, 2P stitch: 4mm (                                 )

LU-2212N-7LU-2212N-7

●The maximum sewing speed is 3,500rpm. 
With its higher efficiency of feed, the machine 
promises, even at a high speed, consistent 
feed that is free from stitch gathering 
regardless of the material thickness.

●With it maximum stitch length of 9mm, the 
machine can be applied to a broader range 
of uses.

2-pitch dial function is provided as standard.

●One of two different stitch lengths can be selected according to the application. 
The stitch length can be changed over by turning ON/OFF the 2P switch among the operating switches mounted on the machine head.

●The improved thread tr imming 
mechanism leaves thread on the 
material after thread trimming, the 
length of which is shorter than the 
conventional machines.

●With a rigid knife and improved cam 
shape, the thread trimmer cuts 
thread as thick as #5 without fail.

●The vertical strokes of the presser foot and 
walking foot (alternating vertical movement) can 
be easily changed using a large dial mounted on 
the top surface of the machine head.

● In addition the sewing speed is automatically 
adjusted with the set value.  With this feature, 
ideal sewing conditions are maintained at all 
times.

Consistent sewing performance 
at a high speed Thread trimming without fail

The walking foot and presser foot's 
alternating vertical movement can be 

set and changed with ease.

Instantaneous change-over device for 
the alternate vertical movement amount 

(DL device) is provided as standard.

●The alternate vertical movement amount can be 
instantaneously maximized in a process for 
sewing a hard-to-feed part of material, such as 
a multilayered part, finishing with beautiful 
seams free from stitch gathering.

●The machine is provided with both a hand 
switch and knee switch.

●The machine is provided as standard 
with a pneumatic auto-lifter.

●The high, 16mm presser foot lift enables 
easy material handling.

Higher lift of the presser foot

●With the adoption of this vertical-axis 
1.6 fold-capacity hook, the frequency of 
bobbin thread changing is reduced, 
promising sewing work of increased 
efficiency.

The highly efficient vertical-axis 
1.6 fold-capacity hook is 

provided as standard.

2-pitch dial function comes provided.
The machine is widely applicable to the sewing of leather and heavy materials such as 
car seats, sofas and bags.



Sewing conditions

For material with 
overlapped section

Allows the smooth feed 
of multi-layered portions 
of the material

For light-weight 
sponge

Used for resilient 
materials including 
sponge

For heavy-weight 
sponge

Used for more resilient 
materials

Walking foot Presser foot

A Standard

107-11653

For urethane

107-11752

Right single-sided 
presser

B

C

Left single-sided 
presser

D

J�™M

S A B

107-11851

107-11950

For pipingE�™H

�� 3  107-45354
�� 4  107-45453
�� 5  107-45552
�� 6  107-45651

Adjustable presser 
for piping

�� 3  107-46352
�� 4  107-46451
�� 5  107-46550
�� 6  107-46659

(special order)

107-12057 107-13055

(special order)

For pipingF�™J

�� 3  107-47350
�� 4  107-47459
�� 5  107-47558
�� 6  107-47657

107-12958

Left single-sided 
presser

E

107-12859

Right single-sided 
presser

D

StandardA

107-12552

Standard
(pressing face is reduced)K

107-58456

B For material with 
overlapped section

107-12651

For urethaneC

107-12750

Feed dog

107-17106 107-17205 107-17304 107-39001

Standard

Without groove

Used when the 
needle thread 
does not 
interlace 
consisting with 
the bobbin 
thread at the 
start of sewing.

For thin thread
Wide type

(special order)

Throat plate

107-01704 107-02009

Wide type
(special order)Standard

Standard

Right single-sided 
presser

Used for sewing 
material edges

Left single-sided 
presser

Used for sewing 
material edges

For piping

Used for the general 
piping process

For piping

The position of the 
needle can be adjusted 
according to the pipe to 
be sewn

Wide type

To be used when a 
sewing product cannot 
be smoothly fed


